AVIATION BAND TRANSCEIVERS & BASE STATIONS

Solutions for Advancing Communications

M2115-M & M2115-B

Efficient,
Effective,
Reliable
Communications

Secure, Synthesized Radio with Password Protected
Configuration - No crystals to change frequencies, programs
up to 255 channels with up to 64 authorized users.
VERSITLE .
Supports 25kHz (US) and 8.33 kHz (EU) Channel Spaci ng
Software selectable.

MOBILE REPEATER CAPABILITY - GPS Tracking allows for Asset Allocation/Scheduling - With
optional second UHF LMR Radio, you can transmit voice and
data between vehicles and the base unit as well as track vehicle
locations from your base station in “real-time;” ideal in low
INTERFACES WITH TODAY'’S visibility applications, operator training, and restricted areas
TECHNOLOGY — helping to improve safety. GPS tracking is built-in the receiver
of the radio and is used with either single or dual radios. VHF
only. Allows you to download data to USB flash memory.

Built-in 4 Watt Speaker

PROGRAMABLE FRONT PANEL - SWR - Reverse Power Detector - Detects high SWR,
indicates malfunction and shuts down transmitter preventing
damage. For emergency communications, SWR shutdown can
ADJUSTABLE TRANSMIT POWER be overridden to allow for continued transmission.

Uninterrupted Communications in High Noise

TRANSMITTER TIME-OUT PREVENTS A Environments — When used with our Bluetooth wireless
PERPETUAL “STUCK MIC” - headset it allows hands free operation and reduces
environmental noise and extends use range because it converts
the unit into a high power mobile repeater allowing for out of
vehicle operation.

Upgrades Mentor Radio Products —  Interfaces with all older
models of Mentor Radio products. Increases output power of
MB-R from 10W to 25W adding transmitter power control.
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